
 

2.12.2 Technical data 

 

 

 Jedinica 
eBasic 

6kW 
eBasic 

9kW 
eBasic 
12kW 

eBasic 
18kW 

eBasic 
24kW 

eBasic 
30kW 

eBasic 
36kW 

eBasic 
40kW 

Power kW 6 9 12 18 24 30 36 40 

Usability level % 99 99 99 99 99 99 99 99 

Number of power grades  3 3 3 3 3 3 3 3 

Division of power grades kW 3×2 3×3 3×4 3×6 3×8 3×10 3×12 3×13,3 

Network voltage V AC 3N ~ 400/230V 50Hz 

Ingress Protection rating IP20 

Dimensions HxLxW 600×450×162 600×450×215 

Needed fuses for three 
phase supply voltage 

A 3×16 3×20 3×25 3×32 3×40 3×50 3×63 3×63 

Minimum cable cross-

section for three phase 

power supply 
mm² 5×2,5 5×2,5 5×4 5×4 5×6 5×10 5×10 5×16 

Needed fuses for single 

phase supply voltage 
A 1×32 1×50 - - - - - - 

Minimum cable cross-
section for single phase 
power supply 

mm² 3×4 3×6 - - - - - - 

Water volume in boiler l 14,2 21 

Max allowed working 

pressure 
bar 3 

Min allowed working 

pressure 
bar 0,5 

Temperature range °C 10 ÷ 80  

Safety thermostat °C 95 

Connection of start line  1" SN (DN25) 

Connection of return line  1" SN (DN25) 

Device mass  

(without water) Kg 12 12,7 13,5 13,5 13,5 17,2 17,2 17,2 

Microprocessor Unit EK_CPU_LCTR2 / LCI2 

 

 

Table 3: Technical data of Device 

 

 

 

 

 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

 

 Device data  

 

Important: if connecting to mono phase power please consult technical person about technical issues. 




