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Technical data

Unit ePlus 6 ePlus 9 ePlus12 ePlus18  ePlus 24
Power kW 6 9 12 18 24
Degree of utilization % 99
Number of degrees of power 3 6 6 9 9
Division of degrees of power kW 3x2 6x1,5 6x2 9%2 9%x2,7
Network voltage V AC 3N ~ 400/230V 50Hz
Protection level IP40
Required fuses for three phase A 3x16 3%20 3%25 3x32 3%40
power supply
Minimum cable cross-section for mm? 5x2.5 5%2,5 5xa Sxa 5x6
three phase power supply
Required fuses for single phase A 1x32 1x50 ) ) )
power supply
Mlnl.mum cable cross-section for mm? 34 3%6 ) ) )
single phase power supply
Safety valve bar 3
Max. permissible operating bar 26
pressure
Min. permissible operating bar 0,3
pressure
Temperature range °C 10+ 80
Safety thermostat °C 95
Volume of water in the boiler | 12,5
Volume of expansion container | 8
Connector of starting line zoll 3/4” (DN20)
Connector of return line zoll 3/4” (DN20)
Mass of device (without water) Kg 25
Dimensions mm 710%x430%230 (HxWxL)

Processor unit

EK_CPU_1_3

Table 3: Technical data of the device EI-Cm ePlus

* for 4,5 kW, 6 kW and 9 kW possible connection to a mono phase connection (230V 50Hz) without modifications or

accessories.

Important: if connecting to mono phase power please consult technical person about technical issues.



