
Technical Features

1.7.2  Adjustment of The Boiler

Only for 2H gas family (Natural gases) where the inlet pressure is 20 mbar under 
standart conditions.Adjustment should be done according to service manual by 
Centrometal authorised services.

Technical Features Unit

kW
kW
kW
kW
kW
kW

ºC
bar

mbar
Lt.

l/m

kW
L/min.

Lt
ºC
bar
bar
ºC

m
m

mm
m

Maximum heat imput
Minimum heat input
Maximum heat output  (80/60)
Minimum heat output (80/60)
Minimum heat output (30/50)
Minimum heat output (30/50)
Efficiency class (92/42 EEC)
Central heating system temperatures
Maximum central heating pressure
Gas Inlet Pressure (H ve P)
Expansion vessel capacity
NOX class
Condensing water dsicharge (30/50 º C Max)
Pump type
Gas category

Maximum heat output
Specific flow (dT=30 ºC)
Minimum water flow rate
Working temperatures
Maximum water pressure
Minimum water pressure
Average temperature of flue

Electrical voltage
IP class
Electrical maxpower

Flue types
Vertical length of flue
Horizontal length of flue
Chimney outlet
Standard flue length

Dimensions (W x H x D)
Net Weight

mm
kg

400 x 600 x 320
28,5

400 x 600 x 320
29

400 x 600 x 320
31,5

Centrometal
GasTec 24kW

Centrometal
GasTec 20kW

Centrometal
GasTec 35kW

Central Heating System

Sanitary system

Electrical features

Chimney systems
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W

220-240 V 50Hz
IPX4D

95

C13 - C23 - C33 - C43 - C53 - B3

CO₂  –%
Maximum capacity
Minimum capacity

Centrometal GasTec 24kW Centrometal GasTec 35kW

8.5- 9.2 8.5-9.2
8.5-9.4

Centrometal GasTec 20kW

8.5- 9.2
8.5-9.4 8.5-9.2




