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HPxTouchCM 
ROOM PANEL FOR THE HPCU360iCM CONTROL UNIT 

                                               
 

GENERAL INFORMATION 

The HPxTouchCM room panel serves the function of an additional 

control panel for the HPCU360iCM control unit. Room panel 
complements weather control and corrects water temperature in the 

circuit in case room temperature is still improper. Room panel should 

be assigned individually to each heating/cooling circuit. 

 

INSTALLATION OF ROOM PANEL 

The room panel is designed for mounting 

on the wall, inside the room and should be 

mounted at a height allowing comfortable 

operation, typically 1.5 m above the floor. 

To reduce measurement disturbances 
avoid locations exposed to strong sunlight, 

with poor air circulation, near heating 

equipment, and directly at the door and windows, typically 0.2 m from 

the edge of the door. The room panel installation should be done 

according to the following guidelines. 

Disconnect the mounting frame (1) from the back of room panel 

housing (2). The frame is attached to the panel housing with latches. 

Use a flat screwdriver to detach the frame. 

 
Using sharp tool cut out holes in four places of the cover (3) for the 

screw terminals. Connect transmission cable, connecting room panel 

with the control unit, to the screw terminal (4), as described on the 

plate (5). The cable connecting room panel with the control unit can 
be recessed in the wall or it can run over its surface - in this case the 

cable should be additionally placed in the cable channel (6). The 

connection cable cannot be conducted along with the cables of the 

building electric mains. The cable should not be routed near devices  

emitting strong electromagnetic field. 

 
Drill holes in the wall and use screws to fix the mounting frame in the 

chosen place of the wall, maintaining its proper position (UP). Then 

attach the room panel to the mounting frame using latches. 

 

TECHNICAL DATA 
 

Supply power 12 VDC - from external supply. 

Consumed current (at 12 VDC 

supply voltage) 
0.15 A 

Protection class  IP20 

Work temp. / Storage temp. 0..50C / 0..65C 

Temperature measuring range 0…50C 

Relative humidity 5…85%, without condensation. 

Display 
Graphic, color 480x272 pix. with 

touch screen. 

Dimensions 144x97x20 mm 

Weight  0.2 kg 

Standards 
PN-EN 60730-2-9  

PN-EN 60730-1 

 

When selecting the cable connecting room panel with the control unit 

the following rule must be applied: use a cable where single wire has a 

resistance lower than 8 Ω and the total length of the cable does not 

exceed 100 m. 

 

ELECTRICAL CONNECTION 

Directly to the G1 control unit socket only one panel can be connected. 

Connecting the additional room panels (max. 32 room panels) to the 
control unit requires the use of an external power supply 12 VDC with 

a min. current = number of room panels x 0.15 A. The HPCU360iCM 

control unit can support maximum up to 32 room panels type 

HPxTouchCM. 

 
Cross-section area of wires used to connect room panel should be 0.5 

mm2. Max. length of wires should not exceed 30 m. This length may 

be longer if the wires used have cross-section exceeding 0.5 mm2. 

 
COOPERATION WITH THE CENTRAL UNIT 

After connecting the room panel to the central unit, in the central unit 

Service settings → Installation control menu, set the type of 

thermostat for the selected Circuit of the Thermostat type parameter 

(set Room panel) and then (in case of connecting more room panels) 

set the individual address of the room panel of the Room panel 

address parameter. The room panel address can also be set in the 

User settings menu in the Address parameter. 

Note: to make central unit work properly each room panel has to have 

set subsequent addresses set from pool 100…132. 
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