
PelTec II Lambda steel hot water boilers are intended for burning with wood pellets. The boiler is equipped with a burner 
for burning wood pellets with the function of automatic ignition, self-cleaning of the grate and flue passages, which 
enables reliable work even with pellets of lower quality. The built-in lambda probe optimizes pellet combustion, which 
directly affects “cleaner” combustion and reduced fuel consumption. The function of automatic cleaning of flue pipes 
ensures uniform heat exchange and a high and uniform level of utilization of the boiler. Multifunctional digital boiler 
regulation with a 7" color screen, sensitive to touch, in the basic version also offers the possibility of modulating operation 
of the boiler with one heating mixing circuit and one DHW circuit with recirculation. WiFi is an integrated part of the boiler 
and offers control of the boiler as well as the heating circuit. A return line protection is built in, which ensures proper 
operation of the boiler at lower temperatures. The boiler is supplied in parts for easy installation in the boiler room, 
allowing for more versatile operation of the boiler.
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Boiler cross section

TECHNICAL CHARACTERISTICS

PELLET POWER WITH PERFECT CONTROL

PelTec II Lambda hot water central heating boiler for wood pellets with built-in lambda probe, power 12, 18, 24, 36 and 48 kW. 

Low emissions of harmful compounds in flue gases. 

Modulating boiler operation (30 % - 100 %). 

Automatic cleaning of the burner grate and flue passages. 

Flue gas temperature sensor and pellet level sensor in the pellet tank. 

Integrated return line protection with 4-way electromotor mixing valve. 

The boiler is equipped with a multifunctional digital controller with a 7'' touch screen and built-in WiFi chip for easy control. 

Emptying the ash box after 2-3 tanks (400-600 kg) of pellets have been used. 

Additional equipment: CM2K module for controlling 2 (maximum 6) heating circuits according 

to the outdoor temperature, CSK/CSK-Touch room corrector, Vacuum automatic refilling 

of the pellet tank, CMNET cascade manager, CAL sound or light warning or error 

signal, RSE rotary protection against flame return... 
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18

5.4-18

130

5/4"

1/2"

90

76

2,5

340

1090

1435

1560

349

A+

12

3,6-12

130

5/4"

1/2"

90

78

2,5

340

1100

1210

1560

328

A+

Heat output

Heat output range

Flue gas tube-outer diameter*

Main flow/Return flow

Filling/Draining

Maximum operating temperature

Boiler water content

Maximum operating overpressure

Pellet tank volume

Total depth (A)

Total width (B)

Total height (C)

Boiler mass

Energy efficiency class

24

7.2-24

130

5/4"

1/2"

90

100

2,5

340

1050

1380

1560

402

A+

36

10.8-36

150

5/4"

1/2"

90

108

2,5

340

1150

1465

1560

455

A+

48

14.4-48

150

5/4"

1/2"

90

135

2,5

340

1150

1465

1560

478

A⁺

69

20.7-69

200

6/4"

1/2"

90

190

2,5

430

1220

1940

1590

740

A⁺

96

28.8-96

200

6/4"

1/2"

90

205

2,5

430

1290

1965

1590

835

A⁺

48

* The inner diameter of the chimney is determined according to the power of the boiler and the height of the chimney and must almost always be larger than the diameter of the flue gas tube

Boiler controller

Flue gas fan

Pellet tank

Pellet level sensor in the tank

Screw transporter

Pump group with pump and 4-way 

mixing valve with actuator

1

2

3

4

5

6


