Technical information

TECHNICAL INFORMATION

. gs ZVB 1116/ ZVB 1120/ ZVB 1124 | ZVvB 1132/
Model identifier (TYPE): ZVB 161l -AUTO | ZVB 20 Il -AUTO | ZVB 241 -AUTO | ZVB 34l - AUTO
Useful heat output at rated heat output - Pn (kW) 13,8 / 14,5 17,5 21,0 29,0 / 31,2
Useful efficiency at rated heat output
(Net calorific value "NCVar") (%) 91,2 /911 92,1 91,1 92,1 / 94,0
Useful efficiency at 30 % of rated heat output
(Net calorific value "NCVar") (%) 90,6 / 90,0 88,8 92,1 90,7 / 90,9
Useful efficiency at rated heat output
(Gross calorific value "GCVar") - N (%) 84,9 / 843 85,4 84,5 854 / 87,3
Useful efficiency at 30 % of rated heat output
(Gross calorific value "GCVar") - np (%) 84,3 / 835 82,3 85,4 84,1 / 84,2
Heat output range (kW)| 4,1-13,8 / 4,0-14,5 | 52-17,5 / 52-17,5 6,3-21,0 6,3-29,0 / 6,3-31,2)
Boiler class 5
Pellet consumption (kg/h) 1,02 - 3,37 1,2 - 3,88 1,2 - 485 1,43 - 6,48
Smoke outlet tube (P mm) 80 80 80 100
Diameter air intake P (P mm) 50 50 50 60
Pellet tank volume (kg) 30 65 65 85
Water amount in boiler () 31 50 50 60
Autonomy (h) 295 -9 54 - 16,5 54 - 135 38,5 - 12,5
Electric power supply (V / Hz) 230/50
Power consumption max W) 140-350 100-300 100-300 100-300
Dimensions (width/depth/height) (mm) 565x880x1340 610x905x1485 610x905x1485 670x975x1600
Expansion vessel (1) 7 8 8 8
Mass (kg) 185 265 265 305
Max. operating overpressure (bar) 3
Max. operating temperature (°C) 85
Heating appliance working with fan
Heating appliance working under non-condensing conditions
Stoking mode automatic
It is recommended that the boiler be operated with a hot
water storage tank of a volume of at least (1) 276 / 290 350 420 580 / 624
Condensing boiler no
Solid fuel cogeneration boiler no
Combination boiler no

Preferred fuel

compressed wood in the form of pellets: A1 (EN ISO 17225 - 2)

Seasonal space heating energy efficiency - ns (%) 80 79 82 80 / 81
PM mg/m® (10%_02) 21 / 38 40 24 30 /29
:::j:gi':]f’;f:ns 0GC mg/m® (10% 02) 7/9 4 6 7
for preferred fuel **** CO mg/m® (10% 02) 425 | 231 211 365 198 / 200
NOx mg/m® (10% 02) 135 / 157 151 160 170
At rated heat
output - elmax (kW) 0,034 / 0,032 0,027 0,036 0,055 / 0,052
Auxiliary electricity HE Y i O [l
; heat output - elmin (kW) 0,019 / 0,015 0,011 0,014 0,030
consumption -
Of incorporated secondary :
emission abatement equipment (kW) @i Eppplieslalis
In_standby mode - Pgg (kW)|  0,0026/0,0035 | 0,0035 \ 0,0035 0,0035

Boiler category

1

**** PM = particulate matter, OGC = organic gaseous compounds, CO = carbon monoxide, NOx = nitrogen oxides
Contact details: Centrometal d.o.o. - Glavna 12, 40306 Macinec, Croatia




