
Compact hot water boilers ZVB II 16, 20 and 24 kW  are intended for burning with wood pellets. They are intended for hot 

water heating (radiator, floor, fan coil...) from the smallest to medium-sized buildings. They are of steel construction, 

modern design and high efficiency. The boilers are equipped with a burner for burning wood pellets with an automatic 

ignition function and turbulators with manual cleaning. The digital boiler controller with a 7" touch-sensitive screen 

controls the operation of the boiler via the flue gas fan controlled by the smoke and boiler water temperatures. The boiler 

controller, in addition to the boiler, can control one mixing or direct heating circuit and one sanitary water circuit with 

recirculation, i.e. a maximum of 3 pumps and one mixing valve. It is also possible to expand the heating circuits with a built-

in pump, safety valve, and expansion tank. It is possible to order a fuel level sensor, an additional larger tank with a conveyor 

belt that automatically replenishes the tank in the boiler, a module for additional heating circuits and room correctors or 

thermostats.

ZVB II
COMPACT HOT WATER PELLET BOILERS 
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Boiler cross section

TECHNICAL CHARACTERISTICS

RELIABLE LONG-TERM HEATING SYSTEM

ZVB II hot water central heating boiler with built-in pellet burner and turbulators with manual cleaning (which ensure optimal pellet 

combustion), power 14–21 kW. 

Advanced digital controller with 7" touch screen controls the boiler, heating circuits and sanitary water 

(up to 3 pumps and 1 mixing valve). 

Automatic boiler start/stop possible. 

High boiler efficiency. 

Low emissions of harmful compounds in flue gases. 

Compact design allows the boiler to be placed in small or medium-sized boiler rooms. 

Possibility of expansion with additional equipment: fuel level sensor, larger tank with

screw conveyor, module for additional circuits, room correctors or thermostats. 

Integrated pellet tank.
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5,2 - 17,5

1,2 - 3,88

82,3 - 91,2

80

65

50

54 - 16,5

100 - 300

610 x 905 x 1485

265

A+

4,1-13,8 / 4-14,5

1,02 - 3,37

84,3 - 91,2

80

30

31

29,5 - 9

140 - 350

565 x 880 x 1340

185

A+ 

Heat output range 

Pellet consumption 

Efficiency

Flue gas tube diameter

Pellet tank volume 

Boiler water content 

Autonomy 

Power consumption 

Dimensions (A x B x C) 

Boiler mass 

Energy efficiency class

6,3 - 21,0

1,2 - 4,85

85,4 - 91,1

80

65

50

54 - 13,5

100 - 300

610 x 905 x 1485

265

A+


