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2 Technical instructions pellet tank and screw feeder

1.0.  GENERAL DATA

The pellet tank CPSP-M and the screw feeder CPPT are constructed for keeping and 

transporting wood pellets. The pellet tank with its screw feeder are constructed and 

designed in a modern way. The tank is made out of steel sheet coated by plastic and 

protecting color after its final treatment. The storage capacity of the tank can meet 

needs of the pellet fired boiler according to its rated thermal output, up to one week time 

frame. The tank can be placed next to the boiler on its right or left side.

General data, delivery

2.0.  DELIVERY STATUS

2.1.  CONTENT OF THE CARDBOARD BOX - CPSP-M

Pellet tank and screw feeder are delivered in separated cardboard boxes. In cardboard 

box of pellet tank CPSP-M are parts for assembly (see point 2.1.) while in other box is 

screw feeder (CPPT) with feeding tube ready for installation in pellet tank CPSP-M (see 

point 2.2.).

BASE

INNER SIDE

UPPER SIDE

BACK SIDE LATERAL SIDES

LID

Notes

15Technical instructions pellet tank and screw feeder



SCREW FEEDER CLAMP DOOR HINGE

SCREW FEEDERFEEDING
TUBE

3.0.  TECHNICAL DATA

PELLET TANK - CPSP-M

Volume

Capacity*

Width

Depth

Height

[l]

[kg]

[mm]

[mm]

[mm]

230

approx. 142

300

730

1585
* depends on the pellet type

SCREW FEEDER - CPPT

[W]

[V/Hz]

[mm]

[mm]

[mm]

Motor power

Voltage/Frequency

Width

Depth

Height

15

230/50

220

100

1500

2.2.  CONTENT OF THE CARDBOARD BOX - CPPT

General data, deliveryNotes
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LOWER DOOR 

CLEANING OPENING 
LID

DOOR AND LID
HANDLE 

(x3)

SHEET METAL
SCREW   

3,9x25 mm
(x6)

BOLT WITH
PAD AND 

NUT
(x2)

SCREW M8x15 mm 
WITH PLASTIC HEAD

AND PAD
(x2)

SCREW 
M4x16 

WITH NUT M4
(x2)

BOLT 
HOLDER

(x2)

RUBBER
GASKET

SHEET METAL
SCREW 

3,9x9,5 mm
(x25)

SCREW M4x6 mm
WITH PAD 

(x6)



4.0.  ASSEMBLAGE

The assemblage order of the pellet tank and the screw feeder is shown in the following 

figures.

Assemblage Notes
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The door hinges have to be assembled in 
the prepared holes on the tank base. If the 
door will be open from the left to the right 
side, the hinge must be placed to the 
prepared holes on the base right side. In 
other case, if the door will be open from the 
right to the left side, the hinge must be 
placed to the prepared holes on the base 
left side. It is necessary to mount screw 
with a nut on the hinge.

Mounting hinges on the base1.

1. base
2. hinge

A - sheet metal screw 3,9 x 9,5 mm
B - screw M4 x 16 mm with nut M4

2

A

A

1

The left and the right lateral outer sides 
have to be connected with sheet metal 
screws to the base.

Tightening of the lateral sides of the
pellet tank

2.

1. lateral sides
2. base

 - sheet metal screw 3,9 x 9,5 mm
1

1

2

1
1

2

B

2 x 

1 x 

6 x 



AssemblageNotes
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It is necessary to insert the inner side of the 
pellet tank between two lateral sides as 
shown in the figure. The inner side has to 
be fastened with 3 screws to the each 
lateral side (as shown in the figure below).

Mounting the inner side of the tank3.

1. lateral sides
2. inner side

- sheet metal screw 3,9 x 9,5 mm1
1

11

2

2

6 x 



Assemblage Assemblage
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It is necessary to fasten the back side of 
the tank with 3 screws to each lateral side 
and with 2 screws to the inner side of the 
tank.

Mounting the back side of the tank4.

1. lateral side
2. back side

 A - sheet metal screw 3,9 x 9,5 mm
 C - sheet metal screw 3,9 x 25 mm

12

Remove the perforated steel sheet from 
the hole on the side on which the screw 
feder clamp will be connected. 
Place the screw feeder clamp on the holes 
and tighten it slightly (not completely) from 
the outside, so screw feeder can get 
through. 

Mounting the screw feeder clamp5.

1. screw feeder clamp
2. inner side

 - screw M8 x 15 mm with plastic
   head

12

2 x 
6 x 

C

2 x 

Place two handles on the lid and tighten it with 
the screws. The lid have to be positioned on 
the top of the pellet tank. 

Mounting the lid to the pellet tank

1. pellet tank
2. handles
3. lid

1

32
12.

 - screw M4 x 6 mm 
   with nut

4 x 



AssemblageAssemblage
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It is necessary to mount the front side on 
the screw that we mounted on the door. 
The front side has hooks which will be 
hooked to the prepared holes on the lateral 
sides (this will keep the front side at place). 
Fasten the front side with 2 screws.

The front side mounting10.

1. front side
2. lower door

1

2

Place the screw feeder in the tank by 
pulling it through the opening on the door 
and through the screw feeder clamp. 
Afterwards, it is necessary to tighten up the 
screw feeder with the clamp and screws 
with plastic head. Pull on the feeding tube 
on the outer screw feeder tube.

Inserting the screw feeder in the
pellet tank

11.

1. pellet tank
2. screw feeder
3. feeding tube

1

 - screw M8 x 15 mm with plastic head

F
F

2

 - sheet metal screw 3,9 x 9,5 mm 2 x 

The cleaning opening lid have to be 
mounted with 7 screws on the tank inner 
side.

Mounting the cleaning opening lid6.

1. cleaning opening lid
2. inner side

 - sheet metal screw 3,9 x 9,5 mm

1

2

It is necessary to assemble the front upper 
side. In ellipse, in which screw feeder will be 
inserted, the rubber gasket must be 
mounted. On the another ellipse it is 
necessary to mount the elliptical cover. The 
front part of the lid has to be mounted on the 
front side into the elliptical opening and then 
the back part of the lid has to be mounted on 
the back side and tightened with nut.

Assemblage of the front upper side7.

1. upper front side
2. rubber gasket
3. front part of the lid
4. back part of the lid

 - nut M6

G

2
3

4

1

1

4 2

7 x 



Assemblage Assemblage
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On the front side mount a screw with a nut 
that will be used as a hinge. It is necessary 
to mount two bolt holders on the intended 
place. On the lower door mount two bolts 
on the intended place.

Screws, bolts and holders mounting8.

1. screw with nut - front side
2. bolt holder - lateral side
3. bolt - lower door

- screw M4 x 16 mm 
  with nut M4

1

2

3

1 x 

On the door mount the door handle. After, it 
is necessary to attach the door to the hinge  
(i.e. on the screw that is mounted on the 
prepared hole). 
Close the door and then mount the front 
side.

The tank door mounting

1. door
2. hinge
3. base
4. lateral side
5. door handle

1
4

3
2

5

Hinge

9.

 - screw M4 x 6 mm 
   with nut

2 x 


